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Tank sounding that can he done easily,
quickly, and accurately hy anyone!

A liquid sensor has been placed at the tip of a conventional sounding measurement
tape. This enables ullage to be done easily, quickly, and accurately without requiring
any special skills!

]
A lamp and buzzer are

I w activated to indicate when
the sensor reaches the

liquid's surface.
1. Easy!

A lamp and buzzer are activated when the sensor at the tip of the measuring tape reaches
the liquid's surface. At that time, the value being measured is ullage. This can be measured
quickly and accurately without requiring any special skills or experience. Honesty can
measure not only liquid fuel but also colorless clear liquids such as ballast and bilge.

There is no need to completely roll up the measuring tape to check for leaks. Naturally,
there is no need to apply chalk or wipe up oil. The sounding time per tank is greatly
reduced to about 1/4th that of the conventional method! Honesty will lighten the workload

There is never a need to
completely roll up the measuring
tape, no matter how many
measurements are taken!

I 2. Quick!

for chief engineers and other ship engineers. (* According to our research)

I 3. Accurate!

Honesty senses only the actual oil surface and not the bubbles that form on the liquid

surface when filling. Thus it can accurately measure liquid surfaces. ; ;
This measuring tape does

not easily get dirty since it
measures at levels that are
above the liquid's surface!

I 4. Plus more...

Honesty runs on widely available 9-V batteries. It is easy to carry, being a portable model
that does not required an external power supply. Patent No. 6335481 (Japanese Patent
Application No. 2013-233452)

Honesty does not sense
bubbles and works
regardless of the liquid's
viscosity or color. That's
accuracy!

Use examples

- It ignores surface bubbles to get an accurate liquid level measurement.

This counteracts cappuccino bunker. /é\/\
- An overflow alarm sensor is set at the ullage level where bunkering is expected.

- Can be used to measure the level of ballast water (seawater) and fresh water.
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